
Absortop is based on the proven ability of calcium chloride to  
aggressively remove moisture from the air.

Its high performance and long lasting absorption rate o!ers  
e"cient protection for long shipments.

The Absortop is designed for use in bulk loaded and tightly 
packed containers. Absortops are designed to hang from the 
lashing rings below the container ceiling.

How the Absortop works
The Absortop starts working as soon as it is removed from 
its transparent sealed packaging. After the Absortop is 
activated, the upper compartment with calcium chloride 
(see picture reference ) immediately starts to absorb 
moisture from the surrounding air.

As the calcium chloride absorbs moisture, the 
desiccant material gradually dissolves into a 
brine. This absorbed moisture will be trapped 
in the lower blue collector (see picture  
reference ). Once captured, the  
moisture will not re-evaporate back 
into the air. The collector is impact 
resistant for added protection in the 
event of shifting cargo.

Install the Absortop on the  
container lashing ring by hanging  
it with the provided hook.

Typical applications 
The Absortop can be used for any type of  
cargo that allows at least 20 cm space between  
the container ceiling and the top of the cargo.
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“We guard your products from moisture”

for bulk loaded or tightly packed containers
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Absortop e!ectively protects:
³ Co!ee
³ Cocoa
³ Nuts and seeds
³ Grains
³ High-volume and bulk loaded goods
³ High-stacked pallets

Units needed
Approximate number of Absortops needed to  
protect your cargo:

Container size Dry cargo Wet cargo
20 ft 2-3 4-5
40 ft 4-6 8-10

The quantity needed will vary depending on various factors such 
as shipment time, climatic conditions during the shipment, air 
volume in the container, type of packaging used, cargo type etc.

We can assist you to calculate the exact number of Absortops 
you need in your specific circumstances.

Disposal
The Absortop is a single-use product and can be disposed as regular 
waste. The calcium chloride is non-toxic and the polyethylene 
(PE) and polypropylene (PP) plastics are recyclable.

Why Absortop?
³ High absorption capacity, fewer units needed
³ Strong and durable construction
³ No re-evaporation of absorbed moisture
³ Cost-e!ective
³ Long-lasting which protects cargo throughout their journey
³ Specially designed for bulk loaded containers
³ Environmentally friendly, no toxic materials

Product specifications:
Dimensions
Length: 395 mm / Width: 380 mm  
Depth: 115 mm
Weight: 2.7 kg
Working temperature: –20° C to +80° C
Absorbing medium: Calcium chloride (CAS  
registry number 10043-52-4)
Absorption capacity: Up to 4 litres
DMF free—RoHS compliant—REACH compliant

Absortech Asia Pacific Pte Ltd
2 Soon Wing Road #07-12
Singapore 347893
Phone: +65 6423 9271
Fax: +65 6423 9372
Website: www.absortech.com
Email: asiapacific@absortech.com

Absortech exclusively focuses on products and services that help our customers 
avoid moisture damage. Since 1991, we have developed a range of products 
and o!er innovative technology for moisture protection in containers.  
We maintain control end to end in the chain from product development, 
manufacturing and delivery of the right product at the right place.

Absortop is part of Absortech’s range of high-performance products for   
preventing moisture damage during transport.
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